GENERAL NOTES

THE THICKNESS OF HMA SHCOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKNESS WiLi BE PERMITYED WrEN SUCH
OEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE

OR BASE ON WHICH THE HMA IS PLACED.

THE HMA SURFACE OF ALL MAILBOX TURNOUTS. PRIVATE
ENTRANCES, COMMERCIAL ENTRANCES, AND SIDE ROADS SHALL BE
MADE NEATLY, IN A WORKMANLIKE MANNER, AND SHALL ACCURATELY
CONFORM TO YHE SHAPES AND DIMENSIONS SHOWN ON THE PLAN
DETAILS. [IF REQUIRED BY THE ENGINEER, THE CONTRACTOR SHALL
SAW CUT THE HMA SURFACE TO CONFORM TQ THE SHAPES AND
DIMENSIONS SHOWN ON THE PLAN DETAILS. THIS WORK

WILL BE INCLUDED IN THE CGST OF THE HMA SURFACE.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR
THE VARIOUS HMA LIFTS,

FOR STABILIZATION, ALL TYPE I} BARRICADES WiLi REQUIRE A MINIMUM
GF FOUR SAND BAGS PER BARRICADE,

SEEDING WILL NOT BE PERMITIED AT ANY TIME WHEN THE GROUND S
FROZEN, WET, OR IN AN UNTILLABLE CONDITION, LOCATIONS 7O BE
SEEDED Wili BE DETERMINED BY THE ENGINEER.

THE FINISHED EARTHWORK SHALL HAVE A VECETATION SUSTAINING SOIL
COVERING THE TOP FOUR INCHES ( 100 MILLIMETERS! IN AREAS TO BE

SEEDED OR SODDED. THE VEGETATION SUSTAINING SOIL REOUIRED Witi
NOT 8E PAIRD FOR SEFARATELY BUT WHL SE INCLUDED IN THE COST OF
FURNISHED EXCAVATION,

ALl EXCAVATED MATERIAL, WHICH INCLUDES DIGGING COR GRADING OF ANY
SCIL CR FILL MATERIAL, WITH THE EXCEPTION OF AGGREGATE FILLS, MUST
BE INCORPORATED WITHIN THE 1007 RIGHY F WAY DUE TO ENVIRGNMENTAL
DOCUMENTATION REQUIREMENTS,

ON EXISTING PAVEMENT WHICH MAY BE SL}?EREaﬁ\;ATiD. THE NEW
HMA PAVEMENT SHALL BE BUILT WITH THE SAME SUPERELEVATION
UNLESS NEW SUPERELEVATION RATES ARE GIVEN ON THE PLANS.

ADDITIONAL LEVELING BINDER, AT THE RATE GIVEN ON THE TYPICAL
SECTIONS, HAS BEEN ADDED TO THE QUANTITIES YO CORRECT TO A
37167 /FT, (L5%) CROWN ON SECTIONS OF EXISYING ROADWAYS.

ANY REFERENCE TO A STANDARD [N THESE PLANS SHALL BE
INTERPRETED TO MEAN THE £DITION AS JNDICATED BY THE SUBNUMBER
SHOWN TN THE LIST OF STANDARDS OR THE COPY INCLUDED IN THESE PLANS.

THE FOLLOWING RATES OF APPLICATION HAVE SEEN USED IN
CALCULATING PLAN QUANTITIES:

GRANUL AR MATERIALS 2.05 TONS 7 CU YD

HiA RESURF ACING 1z L8% » S0 YD / IM

SHORT TERM PAVEMENT MARKING 1c FT /100 FT OF APPLICATION
MIX FOR CRACKS, JTS & FLOWYS 0.6003 TONS / 50 YD

LEVEL BINDER (HAND METHOD) 3.0005 TONS / 50 ¥D
SUPPLEMENTAL WATERING 3 GAL ~ 50 YD / APPLICATION
CALCIUM CHULORIDE 2 LB 7 5C YD £ APPLICATION
AGGREGATE DITCH CHELKS 5 TONS AGGREGATE

MEMBERS OF JULIE KNGWN TO BE WITHIN THE LIMITS OF THE
IMPROVEMENT ARE:

NON-MEMBERS OF JULIE XKNOWK TO BE WITHIN THE LIMITS OF THE
IMPROVEMENT ARE:

THE CONTRACTOR SBALL CONTACT JULIE AT LEAST 48 HOURS PRICR TO
EXCAVATION TO DEYERMINE WHICH UTILITIES ARE IN THE AREA,
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